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   Product Datasheet 

The Industrial Endoscope Camera MVS-430 Series is a 

state-of-the-art diagnostic tool designed to deliver      

high-quality visual inspections in a variety of industrial 

settings. 

Length  
Steering 

degree  

Item 

Name  

 3.4 inch IPS-360 degree  

Specifications  

1m semi 
Single lens 

360degree 
Two-ways 

8.5mm 

MVS - 

431- 8H 

Pixel: 2MP 

Monitor: 4.3 inch IPS 

screen 

Image Resolution: 

1920*1080 (JPG) 

Video Recording: 

1280*720(AVI) 

Depth of fied: 2-10cm 

Camera waterproof: IP67 

Probe diameter: 

8.5/6/3.9mm 

Frame rate: 15-25FPS 

Viewing Angle:70° 

Temperature:-10℃-50℃ 

Color:Black 

Certification: CE/RoHS/

ISO9001  

MVS - 

432- 8H 

360degree 
Two-ways 

8.5mm 

2m semi 
Single lens 

MVS - 

433- 8H 

360degree 
Two-ways 

8.5mm 

3m semi 
Single lens 

MVS - 

431– 6 

360degree 
Two-ways 

6mm 

1m semi 
Single lens 

MVS - 

432– 6 

360degree 
Two-ways 

6mm 

2m semi 
Single lens 

MVS - 

433– 6 

360degree 
Two-ways 

6mm 

3m semi 
Single lens 

MVS - 

432– 4  

360degree 
Two-ways 

3.9mm 

2m semi 
Single lens 

    Features: 

* Pixel: 2MP 

* Monitor: 4.3 inch IPS screen 

* Image Resolution: 1920*1080(JPG) 

* Video Recording: 1280*720(AVI) 

* Depth of field: 2-10cm 

* Camera waterproof: IP67 

* Probe diameter: 8.5/6/3.9mm 

* Frame rate: 15-25FPS 

* Viewing Angle:70° 

* Temperature: -10°C-50°C 

* Color:Black 

* Certification:CE/RoHS/ISO9001  
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