UT139 SERIES
True RIVIS Digital Multimeters

UT138SA = UT1389B = UT139C

EN:61010-1
C € & oo NEW

utrasa |

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT139A UT133B UT138C
200mV/2\//20VI200V/600V +(0.5%+2)

DC Voltage {V) 400mV/4\//40V/400V/600V +(0.5%+2)
A00mV/BV/AEDVIGD0V +(0.5%+2)
2V//20V200VW600V +{125+3)

AC Valtage (V) AVADVIADOV/E0OV +{0.8%+3)
AV/BEOV/ABO0V +(0,8%+3)
200pA/2000pAR20MARZOOMAZAM DA £ {(1%+2)

DC Current {A) 400pA/4000pAM4OMA/ADOMAI4AM DA +(0.8%+2)
B00pA/BO0DPABOMA/BIOMAIBAN DA +(D,8%+2)
200pA/200DpAR2OMAZDOMARAMDA £{1.2%+2)

AC Current {A&) A00pA/4000pAMDMAADOMAAATDA £(1%+3)
BO0PA/B00DPABDIMABIOMABAM DA +({1%+3)
2000/2K0/20KQ200KQ/2M0O/20MO  £(1%+2)

Resistance {Q) A4000/4K0/40KO/400KO/4MO/40M D +{0.8%+2)
£000/6BKQBIKAMBI0KQEMO/BOMO +(0.8%+2)

9.999NnF/99.99nF /999 .9nF/9.999F/
99.99,F/999.91F/9.999mF/99.99mF H(4%+5) 2{4%+5)

Capacitance {F)

Frequency {Hz) 10Hz-10MHz H0.1%+4) +(0.1%+4)
Temperature {*C) -40°C~1000°C +(1%+3)
Temperature {°F) -40°F~1832"F +{1.5%+5)
Features

Display Count 2000 4000 6000
Auto Range ~ v o
Manhual Range < J 4

True RMS J J 4
Bandwidth {Hz) 4bHz~-400Hz 45Hz~400Hz 45Hz~1kHz
Variabls Fregquency Device (VFD) 4 4 A

Duty Cyela 0.1%~08.8% J +

Dinde Around2V  Around 3V Around 3V
NCV =100Vrms J N J

Battery Test 1.5VigY v

Auto Power Off Arpund 15 Minutes N N -
Continuity Buzzer o N 4

Low Battery Indication <2.5V v J 4

Data Hold < V -
Relative Mode v v <
MAX/MIN J N

LCD Backlight N J Jd

Ihput Protection 600Vrms v v -

Input Impsdance for DCV 1G0O Max v v N

GENERAL CHARACTERISTICS

Power AAT5x 2

LCD Size 58mm x 36mm

Product Color Red and Grey

Product Net Weight 3709

Product Size 180mm x 874mm x 47mm

UT139A/UT139B- Battery, Test Lead

UT139C- Battery, Test Lead, Temperature Probe

Standard Individual Packing Gift Bax, English Manual

Standard Quarntity Per Carton 20 PCs

Standard Carton Measureamant 4585mm = 335mm = 345mm (0.054 CBM Per Standard Carton)
Standard Carton Gross Weight 12 Kg

Gtandard Accessories
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