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uUT251 SERIES

High Sensitivity Leakage Current Clamp Vieters
UT251A == UT251B = UT251C

m IEC:1010-1

€

IEC:1010-2-032
SPECIFICATIONS
Range Best Accuracy
UT251A uT251B uT251C
0.001MA~60.00A +(1.5%+5)  +(1.5%+5)  +(1.5%+5)
60.00A~199.9A +(2%+5) +(2%+5)
Leakage Current(a) 200.0A~300.0A +(4%+5) +(3%+5)
300.0A~600.0A +(4%+5)
Voltage(Freq.) v v v
0V~600V (50Hz/60Hz)
Resolution TuA 10uA 1mA
Features
EUT251A Display Count 10000 10000 10000
Auto Range v v v
Clamp Size 25mmx30mm - 35mmx40mm  35mmx40mm
RS-232 v v v
Data Logging 99 99 99
Peak Value v v v
Data Hold V J Vv
Auto Power Off Around 5 Minutes J J N
Low Battery Indication 7.2V N v N
Over-Range Display oL v v v
Test Mode Clamp CT, Integral Approach J J
GENERAL CHARACTERISTICS
Power 9V Battery (6F22)
LCD Size 32mm x 15mm
Product Color Red and Grey
Product Net Weight 1209
Product Size 175mm x 70mm x 38mm
Standard Accessories Battery,RS-232 Interface Cable,PC Software CD
mUT251B Standard Individual Packing Gift Box, Tool Box, English Manual
Standard Quantity Per Carton 6PCs

Standard Carton Measurement 591mm x 370mm x474mm (0.104CBM Per Standard Carton)
Standard Carton Gross Weight 24 Kg

mUT251C
81



	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38
	页 39
	页 40
	页 41
	页 42
	页 43
	页 44
	页 45
	页 46
	页 47
	页 48
	页 49
	页 50
	页 51
	页 52
	页 53
	页 54
	页 55
	页 56
	页 57
	页 58
	页 59
	页 60
	页 61
	页 62
	页 63
	页 64
	页 65
	页 66
	页 67
	页 68
	页 69
	页 70
	页 71
	页 72
	页 73
	页 74
	页 75
	页 76
	页 77
	页 78
	页 79
	页 80
	页 81
	页 82
	页 83
	页 84
	页 85
	页 86
	页 87
	页 88
	页 89
	页 90
	页 91
	页 92
	页 93
	页 94
	页 95
	页 96
	页 97
	页 98
	页 99
	页 100
	页 101
	页 102
	页 103
	页 104
	页 105
	页 106
	页 107

